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Explore the boundless realms of audio excellence with Phonic's AM FX Series mixer. Designed to deliver unparalleled 
sound quality and versatility, t  boasts 16 channels with  phantom power, an integrated MP3 

player, and stereo sub-group output, providing the perfect platform for your creative 
endeavors. Dive deep into sonic manipulation with 99 DSP effects, including semi-parametric equalization and 
three independent auxiliary sendings, offering limitless possibilities for shaping your sound. With peak LED 
indicators, faders for precise control, and a convenient REC function, achieving professional-grade audio has never 
been easier. Whether you're recording in the studio or mixing live performances, the Phonic AM FX Series mixer 
empowers you to unleash your creativity and elevate your sound to new heights. Step into a world where precision 
meets power, and let your music soar.
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AM FX SERIES
Mixing Console

  /  AM1232 FX  /  AM1632 FX 
    8-channel               12-channel                16-channel 

The AM FX mixing consoles offer easy-to-use functionality, featuring good sounding mic preamps with Neutrik connectors, 
advanced DSP effects with up to 99 presets, and a built-in USB recorder and audio interface for seamless connection to 
Mac or PC systems.
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AM832 FX AM1232 FX AM1632 FX

Total Channels 10 14 18

Mono/Stereo Input Channels 8/2 12/2 16/2

Mic Preamps 8 12 16

Aux/EFX Sends 3 3 3

Aux Return 1 stereo 1 stereo 1 stereo

Group Out 2 2 2

Metering 2 x 12 2 x 12 2 x 12
3-band EQ

Dual-7 band GEQ
3-band EQ

Dual-7 band GEQ
3-band EQ

Dual-7 band GEQ
40-bit EFX 99 Presets 99 Presets 99 Presets

USB Audio Interface & Recorder
16-bit/48 kHz

Interface and MP3 
Recorder/Player

16-bit/48 kHz
Interface and MP3 

Recorder/Player

16-bit/48 kHz
Interface and MP3 

Recorder/Player

Connectors
Mic Neutrik XLR

Line/Insert 1/4” TRS 1/4” TRS 1/4” TRS

Input impedance
Balanced 

Unbalanced

112 dB 112 dB 112 dB

Max Input Level +22 dBu +22 dBu +22 dBu

Max Output Level +22 dBu +22 dBu +22 dBu

Mic Gain Range +10 to +60 dB +10 to +60 dB +10 to +60 dB

Line Gain Range -10 to +40 dB -10 to +40 dB -10 to +40 dB

-100 dB -100 dB -100 dB

10 Hz to 150 kHz 10 Hz to 150 kHz 10 Hz to 150 kHz

112 dB 112 dB 112 dB

Headphone Output

Control Room Output

100 - 240 V @ 50/60Hz

480 X 400 X 110 600 X 400 X 110 720 X 400 X 110 

Specifications

• Recording

• Mixing

• Live performance

•
•




